
 

 
 

 



 

 

 
 

  



 

 

 

DIRECTIONS FOR USE 
 
PREPARATION 
For external use only. 
 
Brush clean or mechanically remove any large build-up of material prior to application.  
 
Mask or cover adjacent areas to prevent damage from overspray or run-off. 
 
Thoroughly dampen the surface. 
 
Dilute as follows: General Use –Add 1 part Brick & Patio to 3 parts water. Stubborn Stains – Use Neat 
 
DIRECTIONS 
Test suitability on a small inconspicuous area. 
 
Apply and brush directly onto stained area.  
 
When ‘fizzing’ action has stopped, rinse off thoroughly with clean water. 
 
Repeat until stain is removed.  
 
It may be useful to scrub the area between applications of Brick & Patio Cleaner to improve cleaning efficiency.  
 
 
RESTRICTIONS 
Always treat a trial area as Brick & Patio Cleaner can cause surface discolouration, colour loss or etching on some 
surfaces. Never mix Brick & Patio Cleaner with any other cleaning chemicals. Ensure the area treated is thoroughly 
rinsed with clean water after treatment. Protect sensitive metal surfaces from contact with Brick & Patio Cleaner and 
its vapour. May damage acid sensitive surfaces including: metals, chrome, brass, limestone, marble etc. Ensure the 
area treated is well washed with clean water after treatment, to help prevent surface discoloration. Always carry out 
trial areas first to ensure suitability for use. 
 
 

 

 

 For further information consult our  

Technical Department 

BELFAST: 028 9077 4000  

DUBLIN: 01 834 8255  
 
www.larsenbuildingproducts.com 

 

 

http://www.larsenbuildingproducts.com/

